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SCCPE: 

This docurent offers V\Ork level instructions for the sarplirg, testirg, ard reportirg associated with the discharge of rrud, cuttirgs, ard 
csrnent at the seafloor, while operatirg urld3r the guidelines of the NPDES General Permit AKG-28-8100, onboord the 1\bb/e 
Disroverer. 

RESPONSIBIUlY: 

The M-1 SNAa:J NPDES Carpliance Specialist is responsible to ensure that this LW has teen provided to each person prior to 
conductirg this task. kry personnel that may perform the tasks outlined in this docurent rrust be fa'niliar with the process, before the 

rig tegins operatirg urld3r NPDES regulations. 

1.0 References: 
1.0 NPDES G' AKG-28-8100: 

1.0.1 Table 14- Effluent Limitations and lvbnitoring Requirements for MLKis, Cuttings, and Cerrent at the 
Seafloor (Discha~ 013). 

1.1 M-1 SNAa:J 0\IE-TRAX Drillirg Fluids Management System. 
1.2 1\bble DiscoverBr Best Management Practices, April ~15. 
1.3 1\bble DiscoverBr Q..lality Assurance Project Plan, April ~15. 
1.4 M-1 SNAa:J Standard QJeratirg Proca:tuJBS: 1006, 3005. 
1.5 Shell Chemical Inventory ard Pdditives Use Management. 
1.6 Shell Exploration & Production Carpany Alaska VentuJB ~151\bble DiscoveJBr \1\.aste Management Plan. 

2.0 General Requirements: 
2.0 The M-1 SNAa:J NPDES Carpliance Specialist is 1BSp011Sible for all discharge samplirg, testirg, ard reportirg to 

the Shell Envircrmental Oef:artment while operatirg urld3r NPDES G' AKG-28-8100. 
2.1 The Shell Envircrmental Oef:artment is 1BSp011Sible for rraintainirg ard sub'nittirg to EPA through the Discharge 

IVIonitorirg Report (netiJ'VR) all discharges sarplirg, testirg ard JBSUits. 
2.2 1\bble ard l-lalliburton arB responsible for operatirg ard repairirg all equiprent associated with this discharge. 

3.0 Safety Guidelines: 
3.0 Before any operations can take place, all personnel involved in this process must rorplete the foiiONirg if requirBd: 

3.0.1 The PrB-Tour Meetirg is when daily activities are discussed. 
3.0.2 Job Safety Analysis with all involved r:arties prBSent. 
3.0.3 Review RiskAssessrrent, if applicable. 
3.0.4 1\bble Permit to \1\brk. 

3.1 Appropriate personal protective equiprent rrust be V\Om at all times. 
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4.0 DischargefTask Description: 
4.0 All m..ds, cuttirgs ard csrnent will be discharged at the seafloor until the riser is installed at which time discharge 

requirerrents will foiiON 0001 guidelines. 
4.1 Visual inspection for free oil will be rronitored during the maxim.m estirrated fiON rates, in the vicinity of the outfall 

during daylig"lt rours. The time of observation will be recorded on the NPDES Master SprBadsheet. 
4.2 Total volume of rrud, cuttings discharged will be recorded using the M-1 SNAOO ONE-TRAX Drilling Fluids 

Management System. 0\IE-TRAX will also calculate the C0110311trations of products add3d to this discharg35. 
4.3 The total volume of chemicals used in the csrnent will be provicled to the MI-SJVAOO NPDES O::mpliance 

Sf:ecialist fran the l-lalliburton Cement QJerator prior to csrnenting operations. The total volume of csrnent 
along with chemical C0110311tration will be recorded ard reported to the Shell Environmental [)ep3rtment for 
sutmission to EPA via the netavR. 

4.4 The M-1 SNAOO NPDES O::mpliance Sf:ecialist will notify the Shell Envirorrnental [)ep3rtment at 007-830-
7435, of any upset condition. 

5.0 Effluent Umitations and Monitoring Requirements -Muds, Cuttings, and Cement at the Seafloor (0013): 

Effluent Limitations Monitoring Requirements 
Effluent Average 

Parameter Monthly 
Maximum Daily 

Sample Frequency Sample Type 
Limit 

Limit 

Free oil No discharge Daily Visual 

Total Volume Report (gal) Monthly Estimate 

6.0 Clean-up: 
6.0 FoiiON housekeeping procedures. 

7.0 If Necessary: 
7.0 Use water hose to wash area in pits where possible chemicals rray have spilled I::Ec:k into mixing pits. 
7.1 FoiiON proper decontamination practices ard utilize the designated "Decontamination Plea" to decontaminate all 

equiprent used in corpleting this task. 

8.0 Contingency: 
8.0 Notify rig personnel if any equiprent isn't V\Orking properly. 
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